COD Cascade

Manufacturers & Suppliers of Pipe Fittings

CASPLAS PE Compression
Range

APPLICATION

CASPLAS mechanical compression fittings and accessories are designed for use with PE pipe and the
conveyance of potable water, fluids and slurries under high pressures. Polyethylene pipes with
compression fittings are one of the most widely used systems for above and below ground pipe
installations. CASPLAS Compression fittings are manufactured to the highest quality and are regularly
tested and approved by the main testing institutes and certification bodies.

DESIGN FEATURES

- Quality
Cascades commitment to quality is reflected by our
operation of an independently assessed quality
management system EN ISO 9001.

- Materials
Body - High performance Polypropylene Copolymer
Nut — High performance Polypropylene Copolymer
Insert — High performance Polypropylene Copolymer
O-Ring — Nitrile Rubber (NBR)
Split Ring — Acetal (POM)

TECHNICAL DATA & STANDARDS

- The CASPLAS PE Compression range has been tested and approved by
the following testing institutes and certification bodies.
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CASPLAS mechanical compression fittings and accessories are designed for use with PE pipe and the 
conveyance of potable water, fluids and slurries under high pressures. Polyethylene pipes with 
compression fittings are one of the most widely used systems for above and below ground pipe 
installations. CASPLAS Compression fittings are manufactured to the highest quality and are regularly
tested and approved by the main testing institutes and certification bodies.
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- Quality
  Cascades commitment to quality is reflected by our
  operation of an independently assessed quality
  management system EN ISO 9001.

- Materials
  Body - High performance Polypropylene Copolymer
  Nut – High performance Polypropylene Copolymer
  Insert – High performance Polypropylene Copolymer
  O-Ring – Nitrile Rubber (NBR)
  Split Ring – Acetal (POM) 
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- The CASPLAS PE Compression range has been tested and approved by 
  the following testing institutes and certification bodies.


