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Genuine BAUER HK/HKS Fitting Pipes, hot dip galvanised, in lengths of 1, 2 and 3 m

Dimension Pipe length 1 m Pipe length 2 m Pipe length 3 m
HK inch Weight kg HK Weight kg HK Weight kg HK Weight kg HK Weight kg HK

50 2 1.55 101 0111 2.70 155 0111 2.60 101 0112 3.50 101 0113 6.70 155 0113

76 3 3.40 109 0111 4.70 156 0111 5.00 109 0112 6.70 109 0113 10.70 156 0113

89 3 1/2 4.15 104 0111 5.90 161 0111 6.00 104 0112 7.65 104 0113 12.70 161 0113

108 4 1/4 5.30 105 0111 7.80 162 0111 8.60 105 0112 11.40 105 0113 16.20 162 0113

133 5 1/4 9.40 110 0111 10.70 158 0111 11.70 110 0112 16.00 110 0113 21.70 158 0113

159 6 1/4 10.50 107 0111 15.30 159 0111 15.10 107 0112 19.90 107 0113 32.00 159 0113

194 7 5/8 16.70 108 0111 20.40 160 0111 22.90 108 0112 29.10 108 0113 40.20 160 0113

Genuine BAUER HK Ball S1

Dimension HK HK HK
HK inch a d d1 d2 Weight kg PN bar black galvanised stainl.steel

50 2 54 49.5 52 70 0.13 20 101 0182 101 0132 194 0182

76 3 73.5 76 78 97.5 0.26 12 109 0182 109 0132 199 0182

89 3 1/2 87 89 90 119.5 0.37 20 104 0182 104 0132 196 0182

108 4 1/4 104.5 108 111 144 0.69 12 105 0182 105 0132 195 0182

133 5 1/4 96.5 133 135 159.5 0.81 12 110 0182 110 0132 192 0182

159 6 1/4 119 159 154 179.5 1.29 12 107 0182 107 0132 197 0182

194 7 5/8 127 194 200 230 1.90 12* 108 0182 108 0132 198 0182

Dimension
a b c d e f ° i PN bar

HK inch

50 2 69.7 93.7 80 65 63 49 30 80 20

76 3 90.2 118.6 85 90 95 76 30 120 12

89 3 1/2 114.1 104.4 116 101 107 89 30 130 20

108 4 1/4 127.3 136.0 114 115 123 108 30 150 12

133 5 1/4 122.7 162.5 141 130 137 133 20 170 12

159 6 1/4 135.8 148.8 157 152 149 159 20 195 12

194 7 5/8 160.2 143.7 186 180 177 194 20 215 12*

Unmatched efficiency

Genuine BAUER HK couplings 
are quickly and easily cou-
pled/ uncoupled with a few 
simple hand movements, 
providing great flexibility of 
installation – even on diffi-
cult sites – with articulation 
on coupling joint up to 30°.

Genuine BAUER HK/HKS Quick-coupling Pipes, hot dip galvanised, standard length 6 m

Dimension Wall thickness mm Weight kg/pipe No. Weight/bundle kg per pipe per bundle
HK inch HK HKS HK HKS pipes HK HKS HK HKS HK HKS

50 2 0.70 1.50 6,.30 12.80 150 961 1936 101 0116 155 0116 101 0096 155 0096

76 3 0.70 1.50 10.80 19.70 74 815 1474 109 0116 156 0116 109 0096 156 0096

89 3 1/2 0.70 1.50 13.70 23.40 45 633 1069 104 0116 161 0116 104 0096 161 0096

108 4 1/4 0.85 1.50 18.60 29.10 38 723 1122 105 0116 162 0116 105 0096 162 0096

133 5 1/4 1.00 1.50 25.90 38.20 26 689 1009 110 0116 158 0116 110 0096 158 0096

159 6 1/4 1.00 2.00 33.90 57.20 17 592 988 107 0116 159 0116 107 0096 159 0096

194 7 5/8 1.10 2.00 45.30 69.40 12 560 849 108 0116 160 0116 108 0096 160 0096

HK COUPLING SYSTEM

= part number – non-stated references on request!	 *) HK 194 also available in PN 20

PIPE INSTALLATION SYSTEM


