COD Cascade

Manufacturers & Suppliers of Pipe Fittings

ProDrill 45 - Pipe Drilling
Machine

APPLICATION

The ProDrill 45 pipe drilling machine for making connections in a water or gas supply network, ideal
when used in conjunction with our HTS tapping saddles but not limited to use with all threaded
saddles. The ProDrill 45 will tap from 1" to 1.1/2" holes in all common pipe materials and comes as a
complete kit, with cutters and connectors.

DESIGN FEATURES

- Compact and easy to operate.

- High quality drill made from Steel.

- Automatic control of drilling pressure via the adjustable spring.
- Will drill through any wall thickness.

- Air-valve and safety stop.

TECHNICAL DATA & STANDARDS

- Constructed from Steel and double zinc coated.
- Working stroke of 50mm.
- Total length of 220mm.

- Will tap into any pipe and will operate up to pressures of 16 bar
water and 4 bar gas.
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The ProDrill 45 pipe drilling machine for making connections in a water or gas supply network, ideal 
when used in conjunction with our HTS tapping saddles but not limited to use with all threaded
saddles. The ProDrill 45 will tap from 1" to 1.1/2" holes in all common pipe materials and comes as a 
complete kit, with cutters and connectors. 
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- Compact and easy to operate. 

- High quality drill made from Steel. 

- Automatic control of drilling pressure via the adjustable spring. 
 
- Will drill through any wall thickness. 

- Air-valve and safety stop.  
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- Constructed from Steel and double zinc coated.

- Working stroke of 50mm. 

- Total length of 220mm.  

- Will tap into any pipe and will operate up to pressures of 16 bar
  water and 4 bar gas.


c1o8

www.cascadeplc.co.uk

PARTS SHEET

€101

C102
' c104
| €105
C106
c107
C108

Cascade T+ 0143 7702

Units 32-37 Vinehall Business Cantre  Fr +dd 01424 4001 66
Vinehall Road Inbos@eascadeple ok ©
Robertshridge wrw. cascadepicco.uk
East Sussay

TH3Z 3w

Part Number Description

 Hole saw connector for 1",
Hole saw connector for 1,1/2”.
| Mandrill for 17 hole saw.

AV Type hole saw 37mm (1,1/2").
Tool for assembly/disassembly of
| extension rods.
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